
Value-Added
Services:
24-hour emergency service
Cutting, grooving, & threading
Vendor managed inventory
Valve automation
Material testing (PMI, X-ray, 
etc.)

Product Listing

Metals & Alloys

PIPE & TUBING
Seamless & Welded

VALVES
Ball, Butterfly, Check, Gate, Globe, 

Plug & More

FITTINGS
Buttweld, Cast, Compression, High Purity, 

Pressure

FLANGES
Blind, Lap Joint, Reducing, Slip-On, Socket 

Weld, Threaded, Weld Neck

SANITARY PRODUCTS
Fittings, Tubing, Valves

BAR, PLATE & SHEET PRODUCTS
Angle, Channel, Flat, Plate, Round

Your Personalized 
Service Includes...

Quick inquiry responses

Consistent low pricing

High quality material

1 - 2 day deliveries

Knowledgeable sales
consultants

Approved Manufacturer 
List (AML) accommodation

STAINLESS STEEL
304/304L, 316/316L, 310S, 317L, 321/321H, 

347/347H, 410, Duplex 2205

NICKEL
Hastelloy C-276, Alloy 20, Alloy 200,

Monel 400, Inconel 600, Inconel 625,

Incoloy 800, Incoloy 825

CHROME
P5,  P9,  P11, P22, P91, P92

ALUMINUM
6061
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Your TRUSTED Alloy Specialist

30 E Albe Drive, Newark DE 19702   |   Team@EASTCOASTSTAINLESS.COM   |   302-366-0675

Call Today For 
A Free Sourcing 
Consultation!

Team@EastCoastStainless.com302-366-0675 Email:Phone:



Pipe Dimensions & Weights
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Pipe Dimensions & Weights

30 E Albe Drive, Newark DE 19702   |   Team@EASTCOASTSTAINLESS.COM   |   302-366-0675

Team@EastCoastStainless.com302-366-0675 Email:Phone:

NPS
O.D.
(In.) 5S 5 10S 10 20 30

40S
STD 40 60

80S
XH 80 100 120 140 160 XXH

.035 .049 .049 .068 .068 .095 .095
.139 .187 .187 .245 .245 .315 .315

.049 .065 .065 .088 .088 .119 .119
.257 .33 .33 .425 .425 .536 .536
.049 .065 .065 .091 .091 .126 .126
.328 .424 .424 .568 .568 .739 .739

.065 .065 .083 .083 .109 .109 .147 .147 .187 .294

.539 .539 .671 .671 .851 .851 1.088 1.088 1.304 1.714

.065 .065 .083 .083 .113 .113 .154 .154 .218 .308

.684 .684 .858 .858 1.131 1.131 1.474 1.474 1.937 2.441

.065 .065 .109 .109 .133 .133 .179 .179 .25 .358

.868 .868 1.404 1.404 1.679 1.679 2.172 2.172 2.844 3.659

.065 .065 .109 .109 .14 .14 .191 .191 .25 .382
1.107 1.107 1.806 1.806 2.273 2.273 2.997 2.997 3.765 5.214
.065 .065 .109 .109 .145 .145 .2 .2 .281 .4
1.274 1.274 2.085 2.085 2.718 2.718 3.631 3.631 4.859 6.408
.065 .065 .109 .109 .154 .154 .218 .218 .343 .436

1.604 1.604 2.638 2.638 3.653 3.653 5.022 5.022 7.444 9.029
.083 .083 .12 .12 .203 .203 .276 .276 .375 .552

2.475 2.475 3.531 3.531 5.793 5.793 7.661 7.661 10.01 13.7
.083 .083 .12 .12 .216 .216 .3 .3 .438 .6

3.029 3.029 4.332 4.332 7.576 7.576 10.25 10.25 14.32 18.58
.083 .083 .12 .12 .226 .226 .318 .318 .636

3.472 3.472 4.973 4.973 9.109 9.109 12.51 12.51 22.85
.083 .083 .12 .12 .237 .237 .281 .337 .337 .438 .531 .674

3.915 3.915 5.613 5.613 10.79 10.79 12.66 14.98 14.98 19.01 22.51 27.54
.247 .355 .71

12.54 17.6 32.53
.109 .109 .134 .134 .258 .258 .375 .375 .5 .625 .75

6.349 6.349 7.77 7.77 14.62 14.62 20.78 20.78 27.04 32.96 38.55
.109 .109 .134 .134 .28 .28 .432 .432 .562 .719 .864

7.585 7.585 9.289 9.289 18.97 18.97 28.57 28.57 36.39 45.3 53.16
.301 .5 .875

23.57 38.05 63.08
.109 .109 .148 .148 .25 .277 .322 .322 .406 .5 .5 .594 .719 .812 .906 .875

9.914 9.914 13.4 13.4 22.36 24.7 28.55 28.55 35.64 43.39 43.39 50.87 60.63 67.76 74.69 72.42
.342 .5
33.9 48.72

.134 .134 .165 .165 .25 .307 .365 .365 .5 .5 .593 .719 .844 1.0 1.125 1.0
15.19 15.19 18.85 18.7 28.04 34.24 40.48 40.48 54.74 54.74 64.33 76.93 89.2 104.1 115.7 104.1

.375 .5
45.55 60.07

.156 .165 .18 .18 .25 .33 .375 .406 .562 .5 .688 .844 1.0 1.125 1.312 1.0
21.07 22.18 24.16 24.2 33.38 43.77 49.56 53.53 73.16 65.42 88.5 107.2 125.5 139.7 160.3 125.5

.156 .188 .25 .312 .375 .375 .438 .594 .5 .75 .938 1.094 1.25 1.406
23.07 27.73 36.71 45.68 54.57 54.57 63.37 84.91 72.09 106.1 130.7 150.7 170.2 189.1

.165 .188 .25 .312 .375 .375 .5 .656 .5 .844 1.031 1.219 1.438 1.594
27.9 31.75 42.05 52.36 62.58 62.58 82.77 107.5 82.77 136.5 164.8 192.3 223.5 245.3
.165 .188 .25 .312 .437 .375 .562 .75 .5 .937 1.156 1.375 1.562 1.781

31.43 35.76 47.39 59.03 82.15 70.59 104.8 138.2 93.45 170.8 208.0 244.1 274.2 308.5
.188 .218 .25 .375 .5 .375 .594 .812 .5 1.031 1.28 1.5 1.75 1.969

39.78 46.05 52.73 78.6 104.13 78.6 122.9 166.4 104.1 208.9 256.1 296.4 341.1 379.17
.218 .25 .25 .375 .562 .375 .687 .968 .5 1.218 1.531 1.812 2.062 2.344

55.37 63.41 63.41 94.62 140.8 94.62 171.2 238.1 125.5 296.4 367.4 429.4 483.1 542.13
.312 .5 .375 .5

85.6 136.2 102.6 136.2
.312 .5 .625 .375 .5

92.26 146.85 182.7 110.6 146.8
.25 .312 .312 .5 .625 .375 .5

81.03 98.93 98.93 157.53 196.1 118.6 157.5
.312 .5 .625 .375 .688 .5

105.6 168.2 209.4 126.7 230.1 168.2
.312 .5 .625 .375 .688 .5

112.25 178.9 222.8 134.7 244.8 178.9
.312 .5 .625 .375 .75 .5

118.9 189.6 236.1 142.7 282.3 189.6
.375 .5

190.74 253.65
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ESTIMATED WEIGHT FACTORS

Titanium 0.582
Carbon Steel 0.993
Alloy 2205 0.997
Alloy 800 1.025
Alloy 825 1.039
Alloy 625 1.068
Alloy 600 1.074
Alloy C-276 1.129
Alloy 400 1.139
Nickel 1.146

To calculate the theoretical weight of various metals:
Multiply the weight of an equivalent piece of steel by
the appropriate factor (see chart above).

To calculate weight per ft. for round steel tubing:
(Diameter - wall) x (wall x 10.68) = Wt. per ft.

WALL THICKNESS IN INCHES
STEEL WEIGHT IN LBS. PER FT.


